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If you have any question on security displays, kindly feel free to contact us anytime. We would 
like to provide consummate solutions for you. 

 

 
JB-1126 User Manual 

 
JB-1126 is a kind of holder for article displays with various security functions. It has very good 
performance on positioning articles. JB-1126 can also work together with our alarm JB-5011. 
Kindly make installations according to following steps: 

 
1) Positioning the shelf 
Put JB-1126 shelf to the suitable position of the display panel (display stand) for installation. 
Make the pencil or other tools pass through the cable hole of the display shelf. Mark on the 
display panel. Drill an about 5mm (diameter) hole on the mark position. Clean up around the 
hole to avoid potential scratch for cable surface due to rough jut. 
 
Put JB-1126 shelf to then corresponding position and fix it by 3 pcs of 3mm tapping screws. 

 
2) Fixing the anti-theft box for mobile phone display 
 
Pull out the cable of anti-theft box. Make the cable pass through the 5mm hole opened on step 
1). Also pass through the cable hole of the display shelf. Then make the small metal ball of the 
cable end pass through the middle hole of connector. Then fasten it to the inside of the near 
hole according to the arrowhead direction shown in the following picture. 
  
Fix the anti-theft box to the back of display panel (or display stand) by double sided adhesive 
tape or screw.  
 
Kindly note: Anti-theft box should be fixed stably. Random placement is strictly forbidden. Thus 
the frictions between cable and other article can be avoided while we are freely flexing the 
cables. Such frictions may cause the cable broken easily. 
 
3) Affixing the adhesive tape 
 
Clean up the mill finish of connector by alcohol cotton. Affix a pc of 3M adhesive tape to the 
cleaned connector surface. 
 
4) Fixing the displayed articles 
Clean up the smooth part of the back of the displayed article by alcohol cotton. Affix the 
adhesive tape of the connector to the displayed article.  
 
Kindly note: Don’t move the displayed article attached with adhesive tape immediately after 
affixation. The adhesive tape can not be very strong until 24 hours. 
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5) To ensure better security for the articles on display. Kindly select our JB-5011 alarm and the 
JB-51-1 electronic connector. As to application performance for JB-1126 working together with 
alarm, kindly refer to the picture as follows: 
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